] Flexible Connectors

Flexible Connectors is the generic
term for chain, rope, tubing and other
connectors of a flexible nature.
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Flexible Connectors

The manufacture of modern chain is a highly
technical and complicated process resulting in
many different chains, in many different finishes,
for many different purposes.

As a UK market leader in the manufacture and
supply of flexible connectors we offer one of the
most comprehensive ranges of chain available.
With such a wealth of patterns, finishes and
technical information some confusion could arise
over the most suitable product for an application.

This Guide has been developed to avoid this...

e After deciding on the type of chain you require from
the categories below turn to the appropriate section
where each variation is described with typical
applications.

e In the majority of cases a scale image of each type
and size of chain is shown, or alternatively check the
Chain Size Guide on pages 13-15 to decide your
requirements.

® The finishes referred to are listed on page 10.

® For any further help simply call Customer Service on
0121 502 0055

Chain Types

Welded Chain Pages 16 - 22

Often used for common everyday uses such as trailer ties
and door stays as well as the handling of materials in
industry. The majority of the welded chain we offer has the
weld placed at the end of each link of chain, although
some side welded versions are also available.

Unwelded Chain Pages 23 - 24

Unwelded chain is a weldless, mild steel chain where the
strength of material alone keeps each link closed.
Unwelded chain therefore has lower recommended loads
than welded chain and is mostly used for domestic or light
industrial applications.

Polyethylene Chain Page 24

Plastic chain in a number of colours and styles primarily
used for ornamental fencing.

Chain Assemblies Page 25

Common chain assemblies including animal chains and a
domestic door chain.

Additionally, a number of specific Towing Chains can be
found in the Trailer Fittings section on page 110.

CHAIN GUIDE

Length
-+ Wire
Diameter

The majority of sizes indicated in the product tables
measure the wire diameter of the chain by the inside length
of an individual link.

A scale image is given in most cases or refer to the chain
size guide on pages 13-15. Please note that all sizes are
accurate to within normal trade tolerances and that certain
dimensions have been changed to the nearest metric
equivalent where necessary.

The Maximum Recommended Load is the maximum

load in Kg which may be applied in direct tension to chain
when in use. It is important not to exceed the specified
loads which are only applicable when the chain is
undamaged and untwisted.

Call our Customer Service Team on0121 502 0055
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Light-Duty Medium
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Flexible Connectors

Hardened Tested and Certified

5x 18.5mm Pg. 22

Through-Hardened 5 x 21mm Pg. 20

6.5 x 19mm Pg. 22

8 x23mm Pg. 22

9.5x27mm Pg. 22

125x355mmPg.22

6mm Pg. 21

Domestic (Brazed Oval Chain)
1.5 x 8mmPg. 21 W
7

S—

1.7 x 11lmm Pg. 21

14 Call our Customer Service Teamon0121 502 0055
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Proof Coil Domestic continued. ...

Ball Chain 3mm Pg. 23 QLLOLLBLVVLBUY
5.5 x 24mm Pg. 22 Ball Chain 4mm Pg. 23 PO LR OLOL
Decorative 1.2 x 7mm Pg. 23
7 x 26mm Pg. 22
Decorative 1.8 x 8mm Pg. 23 A= g
—— Chandelier 20mm Pg. 23 w
= ~
a5 2m Py 2
e R = ==
10 x 31mm Pg. 22 3mm Pg. 24

Jack Chain

3mm Single Pg. 24 W
— .
b= -

Decor 2.5 x 30mm Pg. 23 / \

/ :
> Polyethylene

Decor Gothic 2.3 x 25mm Pg. 23
6x47mmPg. 24

Marquis 4 x 40mm Pg. 23

"—-—.

8 x 62mm Pg. 24

&3 www.elizatinsley.co.uk



Flexible Connectors

o.

O.
O.

o‘
o‘

o‘

o‘
o.

0‘

16

A popular and versatile range, welded chain is
generally light and strong and can be used for a
multitude of projects from securing equipment and
mooring boats to towing and fencing applications.

Eliza Tinsley's welded chain range comprises:
Light Medium Duty; Hardened; Spiked; Domestic;
Tested & Certified and Proof Coil.

Light-Medium Duty

For general purpose applications such as park swings,
garden use or securing heavy loads. Available in 17 different
size variations (see chain size guide) with a range of finishes,
loads and packaging options, many of which are suitable for
use on New Concept merchandisers.

The range is supplied in sizes ranging from 2.5mm to
12.5mm and most sizes are available in two different
link lengths - short and long.

2.5mm Short Link M.R.L 37Kg

Finish Packaging  Metres Order
per Pack Code
B.ZP g 30 3442-109
BZP N 10 3440-109
B.ZP - 60 3459-109
Black RV 30 3442-103
Black w 10 3440-103
BZP - 60 3459-103
B.ZP 24" 30 3429-102
BZP N 10 3440-102
Brass Pitd. B 30 3442-419 New

Finish Packaging  Metres Order
per Pack Code
BZP 4 30 3442-119
BZP N 10 3440-119
Black 4" 30 3442-113
Black N 10 3440-113
HD.G w4’ 30 3429-112
HDG N7 10 3440-112

@ In boxes E'J In polybags

3mm Short Link M_R.L 56Kg

Finish

&*BZP
BZP

SYBZP

&® Black
Black

&% Black

¢ HDG
HD.G

oo HD.G
Self Colour

3mm Medium Link M.R.L 50Kg

Packaging
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Metres
per Pack
30
10
60
30
10
60
30
10
60
10

Order
Code
3442-129
3440-129
3459-129
3442123
3440-123
3459-123
3429-122
3440-122
3459-122
3440-121

Finish

&*Bzp
BZP

&* Black
Black

O*HD.G
HD.G
Self Colour

M.R.L. is the maximum recommended load for each product.

Please note chain images are actual size

«* per metre

Packaging

BV
LT
A
Y
&
Ll
L

Metres
per Pack
30
10
30
10
30
10
10

@ Small pail

Order
Code
3442-139
3440-139
3442-133
3440-133
3429-132
3440-132
3440-131

[
W Large pail
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Light-Medium Duty

3mm Medium Link Oval M_R.L 50Kg

Finish Packaging  Metres Order
per Pack Code
& gzp g 30 3430-139
&* Black N4 30 3430-133
Black e 10 3440-533
&* BrassPlated 4" 30 3430-449
HDG R 10 3440-532

3mm Long Link M.R.L 45Kg

Finish Packaging  Metres Order

per Pack Code
<* Bzp RV 30 3442-149
B.ZP N 10 3440-149
&* Black ™4 30 3442-143
Black N 10 3440-143
&* HDG 4" 30 3429-142
HDG o 10 3440-142

4mm Short Link M.R.L 100Kg

Finish Packaging  Metres Order
per Pack Code
& Bzp g 30 3442-159
B.ZP v 10 3440-159
&* Black g 30 3442-153
Black ) 10 3440-153
os HDG 8" 30 3429-152
HD.G G 10 3440-152
HD.G & 90 3441-052
Self Colour S 10 3440-151
@ www.elizatinsley.co.uk Call our C

4mm Long Link M.R.L 85Kg

Finish Packaging  Metres Order
per Pack Code
&* Bzp g 30 3442-169
BZP S 10 3440-169
&* BzP - 30 3459-169
&* Black ™8 30 3442-163
Black < 10 3440-163
« Black - 30 3459-163
« HD.G W8 30 3429-162
HD.G S 10 3440-162
HD.G = 90 3441-062
HD.G - 30 3459-162

Finish Packaging  Metres Order

per Pack Code
&* pzp g 25 3442179
BZP Y 10 3440-179
&* Black W8 25 3442-173
Black v 10 3440-173
&®* HDG W8 25 3429-172
HD.G < 10 3440-172
Self Colour 10 3440-171

L1

For a painted finish exterior chain allow H.D.G (Hot Dip
Galvanized) chain to "weather” for approx. 2 weeks
and then coat with exterior paint.

New

s ¢ Products marked é‘ are suitable for

use with a New Concept merchandiser.

ustomer Service Team on 0121 502 0055
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Light-Medium Duty

5mm Long Link MR.L 130Kg 6mm Long Link M.R.L 140Kg

Finish Packaging  Metres Order
per Pack Code Finish Packaging  Metres Order
& BzP N g 25 3442-189 per Pack Code
BZP w7 10 3440-189 &*BZP W ge 15 3442-209
&* BzZP * 25 3459-189 BZP v 10 3440219
&* Black W= g" 25 3442-183 S BZP - 15 3459.209
Black A 10 3440-183 OF Black W g 15 3442-203
Black & 60 3441-113 Black ¥ 10 3440-213
ob Black - 25 3459-183 &% Black - 15 3459-203
ae HDG W 8 25 3429-182 AP HDG W 8”7 15 3429-202
HD.G < 10 3440-182 HD.G 5 10 3440-212
HDG i 60 3441-112 HD.G & 45 3441-142
oo HDG - 25 3459-182 oo HDG - 15 3459202
Self Colour 10 3440-181 Self Colour 47 10 3440-211
Seif Colour 60 3441-111 o

Finish Packaging  Metres Order

Finish Packaging ~ Metres Order per Pack Code
per Pack Code &* BzZP W 8" 15 3442219
& gzp W gr 15 2442-249 &% Black W 8" 15 3442213
BZP LT 10 3440-249 Black ¢ 10 3440-223
&* Black g 15 3442-243 Black @ - 3601-173
Black v 10 3440-243 @v HD.G W 8" 15 3429212
& HDG W 8" 15 3429242 HD.G 5 10 3440-222
HD.G 9 10 3440-242 HD.G a 45 3441172
Self Colour %% 10 3440-241 HD.G & - 3601-172
ov HDG o 15 3459212
H.D.G & 35 3408-062
Self Colour 10 3440-221

Self Colour - 3601-171 -

M.R.L. is the maximum recommended load for each product.

Please note chain images are actual size
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18 Q On reels @ In boxes é in polybags «* per metre @ smail pail W Large pail







